


Technical Specifications for Rainfresh
UV Water Disinfection System

Model R1245

Optimum Performance Water Conditions
Hardness		  : < 7.0 gpg (120 ppm)
Iron			   : < 0.3 ppm
Manganese		  : < 0.05 ppm
Turbidity		  : < 1 NTU
Tannins/Colour	 : None
Transmissivity		  : > 80%

For optimum performance of the system, water should 
be pre-treated if any of the above conditions are 
exceeded.

SS R1245 E 06/10
© COPYRIGHT * ENVIROGARD PRODUCTS LIMITED 2010 * ALL RIGHTS RESERVED

ENVIROGARD PRODUCTS LIMITED
446 Major Mackenzie Dr. E., Unit 6, Richmond Hill, ON  L4C 1J2  Canada
P.O. Box 64, Richmond Hill, ON   L4C 4X9  Canada
Help Line: 1-800-667-8072 
Tel: (905) 884-9388      Fax: (905) 884-3532
www.rainfresh.ca      

*Note: UV Dose is the product of UV intensity and contact time and is measured 
in mJ/cm² or µWsec/cm². 1mJ/cm² = 1000µWsec/cm².

**  - At > 80% UVT at  end of lamp life.

Rainfresh UV Output = 40 mJ/cm² **

NSF Std Output = 40 mJ/cm²

Competitive UV Output = 30 mJ/cm²

Typical R1245 install scenerio

TECHNICAL SPECIFICATIONS

Product Specification MODEL R1245
Rated Flow Rate 12 US gpm (45 lpm)

AC Supply Voltage 120V, 50/60Hz, 0.7A 
(OR) 

240V, 50/60Hz, 0.35A
Total Power Consumption  63 Watt

Lamp Wattage 60 Watt

Lamp Length 32.25”

Disinfection Chamber Material Stainless Steel 304
Maximum Operating Pressure 100 psi

Maximum Ambient Temperature 50 deg C (122 F)
Water Temperature Range 4 - 37 deg C  (40-99 F)

Lamp Service Life 9000 hours
Chamber Dimensions (LxD) (including 

gland nuts)
38" x 3.5"

Controller Dimensions (LxDxW) 8.75"x1.7"x2.3"
Isolated Solenoid Output 12 Volt DC

Inlet/Outlet port Size ¾" MNPT inlet
¾" MNPT outlet


